


2. Remove the newborn insert �� .

3. Remove the headrest cover         .

4. Unbuckle the 5-Point Harness. 
Remove the Chest Pad  �� and the 
Crotch Pad         .

5.  Remove the child seat shell cover.

�W�o�����•�����Œ���.�š���š�Z�������}�À���Œ���]�v���š�Z�����Œ���À���Œ�•�����}�Œ�����Œ�X

�W�o�����•�����Œ���.�š���š�Z�����ñ�r�‰�}�]�v�š���Z���Œ�v���•�•���]�v���š�Z�����Œ���À���Œ�•�����}�Œ�����Œ�X

�z�}�µ���u���Ç���Á���v�š���š�}���Œ���u�}�À�������v�����Á���•�Z���š�Z�������}�À���Œ���(�Œ�}�u���Ÿ�u����
�š�}���Ÿ�u���X���W�o�����•�������}���•�}���Á�]�š�Z���u�]�o���������š���Œ�P���v�š���]�v���š�Z����
�����o�]�����š���•���‰�Œ�}�P�Œ���u�u�����}�(���š�Z�����Á���•�Z�]�v�P���u�����Z�]�v�����~�ï�ì�ö���•�X��
Please refer to the washing label of the cover. The 
�‰�o���•�Ÿ�����‰���Œ�š�•�������v�����������o�����v�������Á�]�š�Z�������u�]�o�����•�}���‰�����v�����Á���š���Œ�X

1. The warranty for AVOVA Swan-Fix lasts for 2 years from 
the date of original purchase from new. The usage of the 
product should be in accordance with this user manual. 
���v�Ç�������u���P���������µ�•���������Ç���}�‰���Œ���Ÿ�}�v�•�����P���]�v�•�š���š�Z�����]�v�•�š�Œ�µ���Ÿ�}�v�•��
in this user manual will void the warranty.

3. �E���À���Œ���µ�•�����š�Z�]�Œ�����‰���Œ�Ÿ���•���(�}�Œ���u���]�v�š���v���v�����U���Œ���‰���]�Œ���}�Œ
�u�}���]�.�����Ÿ�}�v���}�š�Z���Œ�Á�]�•�����Ç�}�µ���Á�]�o�o���À�}�]�����š�Z�����Á���Œ�Œ���v�š�Ç�X
Always check with AVOVA retailers for advice.

2. Please keep your proof of purchase properly in case
of a warranty claim.

1.  Press the ISOFIX Indicator Lever �	��
at the lower end and push the ISOFIX 
�>�}���l�]�v�P�����µ�©�}�v���� to release the ISOFIX 
Connector �� �X���d�Z�]�•�������Ÿ�}�v���v�������•���š�}��be 
done to release both ISOFIX connectors. 
Now you can remove the child seat 
from your vehicle seat.
2.  Store the ISOFIX Connectors by 
pushing them back into the child 
seat Base.

1. Adjust the child seat to forward-fac-
ing, child seat Shell at its upright �‰�}�•�]�Ÿ�}�v��
���v�����,�������Œ���•�š���š�}���]�š�•���Z�]�P�Z���•�š���‰�}�•�]�Ÿ�}�v�X

�/�(���Ç�}�µ���Z���À�������v�Ç���(�µ�Œ�š�Z���Œ���‹�µ���•�Ÿ�}�v�•���Œ���P���Œ���]�v�P���š�Z�������Z�]�o�����•�����š�[�•��
use, please feel free to contact us:
AVOVA GmbH
Blaubeurer Straße 71
89077 Ulm
Germany

T:+49 731 379941-0
info@avova-childcare.com 
www.avova-childcare.com

 The child seat must not be used without the 
AVOVA seat cover. The cover is a safety feature and may 
only be replaced by an original AVOVA cover.

DANGER

CARE AND MAINTENANCE

REMOVING AND REFITTING THE SEAT COVER

10 CARE AND MAINTENANCE

WARRANTY 11 

DISPOSAL12 
When you need to dispose of the child seat, please refer 
�š�}���Ç�}�µ�Œ���o�}�����o���Á���•�š�������]�•�‰�}�•���o���Œ���P�µ�o���Ÿ�}�v�•�X���/�(���Ç�}�µ���Z���À����
�(�µ�Œ�š�Z���Œ���‹�µ���•�Ÿ�}�v�•�U���‰�o�����•�������}�v�š�����š���Ç�}�µ�Œ�����}�u�u�µ�v���o���Á���•�š����
�u���v���P���u���v�š���}�Œ�������u�]�v�]�•�š�Œ���Ÿ�}�v���}�(���Ç�}�µ�Œ�����]�š�Ç�X��

�>�}�}�•���v���š�Z�����ñ�r�W�}�]�v�š���,���Œ�v���•�•�������(�}�Œ���������i�µ�•�Ÿ�v�P���š�Z�� 
Headrest.

2.���W�Œ���•�•���š�Z�����Œ���������µ�©�}�v���}�v���š�Z����
5-Point Harness Buckle �� to 
unbuckle it.

5. Pull the 5-point harness adjuster  
�����µ�v�Ÿ�o���š�Z�����Z���Œ�v���•�•���.�Œ�u�o�Ç���•�����µ�Œ���•��
your child.

1. Seat your child in the child seat.

1. ���W�}�•�]�Ÿ�}�v���š�Z�����À���Z�]���o���–�•���ï�r�‰�}�]�v�š��
belt in front of the child and lock 
the belt into the buckle of the 
vehicle with a click. Make sure that 
the 3-point belt is not twisted.

2. �W�o���������š�Z�����•�Z�}�µ�o�����Œ�������o�š���•�����Ÿ�}�v
���v�����o���‰�������o�š���•�����Ÿ�}�v���������������}�v���š�Z�����•�]����
of the vehicle seatbelt buckle
into the lap belt guide ��
of the seat shell.

3.���W�o���������š�Z�����o���‰�������o�š���•�����Ÿ�}�v�����������������}�v
the other side of the seat shell
into the lap belt guide ��  .

2. The headrest ��  shall be 
adjusted to a level that the shoulder 
belt guide ��  is just above the 
child’s shoulders.

�ò�X Finally pull both chest pads 
down fu l ly.

�ô REMOVAL AND REFITTING THE
�ñ�s�W�K�/�E�d���,���Z�E���^�^

SECURING YOUR CHILD 

1.Seat your child in the child seat.

1. Hold down the Harness Adjustment 
���µ�©�}�v���� and pull shoulder 
harness towards you as much as 
possible. Make sure you pull the 
shoulder harness from beneath the 
Chest Pads       as shown.

4. Pull both shoulder harness straps 
�š�}���Ÿ�P�Z�š���v���š�Z�����o���‰���Z���Œ�v���•�•�X

3. Seat your child in Swan-Fix. Route 
the shoulder harness over your child’s 
shoulders and engage the buckle 
tongues        together. Click the 
engaged tongues into the buckle 
body. When the buckle is locked, the 
green sign will display.

���W�o�����•�������Z�����l�����L���Œ��
�Ÿ�P�Z�š���v�]�v�P���š�Z���š���v�}�v�����}�(���š�Z�����Z���Œ�v���•�•��
straps are twisted.

CAUTION

 Please check that the 
lap strap is worn low down so that 
�š�Z�������Z�]�o���–�•���‰���o�À�]�•���]�•���.�Œ�u�o�Ç�����v�P���P�����X

DANGER

DANGER

Try to rotate the child seat shell without releasing it 
�����(�}�Œ�����������Z���š�Œ���À���o���š�}���u���l�����•�µ�Œ�����]�š�–�•���o�}���l�����X

�^�‹�µ�����Ì�����š�Z�����Z�}�š���Ÿ�}�v���Z���o�����•����
Handle �
  to release the child seat 
�^�Z���o�o���(�Œ�}�u���]�š�•���o�}���l�������‰�}�•�]�Ÿ�}�v�X���E�}�Á��
you can rotate the child seat Shell. 
The child seat Shell has 2 locked 
�‰�}�•�]�Ÿ�}�v�•�U���(�}�Œ�Á���Œ���r�(�����]�v�P�����v����
rearward-facing. When the child 
seat Shell is moved to a locked 
�‰�}�•�]�Ÿ�}�v�U���]�š���Á�]�o�o�����µ�š�}�u���Ÿ�����o�o�Ç���o�}���l��
with a click sound. The child seat 
Shell also has two side intermediate 
�•�š�}�‰�‰�]�v�P���‰�}�•�]�Ÿ�}�v�•���~�µ�v�o�}���l�����•���•�}��
that the child can be put in or taken 
out from the seat easily.

AVOVA Swan-Fix has 3 recline 
�‰�}�•�]�Ÿ�}�v�•���]�v���(�}�Œ�Á���Œ���r�(�����]�v�P��
���]�Œ�����Ÿ�}�v�����v�����ï���Œ�����o�]�v�����‰�}�•�]�Ÿ�}�v�•���]�v��
�Œ�����Œ�Á���Œ���r�(�����]�v�P�����]�Œ�����Ÿ�}�v�X���d�}�������i�µ�•�š��
�š�Z�����Œ�����o�]�v�����‰�}�•�]�Ÿ�}�v�U���•�‹�µ�����Ì�����š�Z����
Recline Adjustment Handle        and 
slide the child seat Shell by pushing 
and pulling it back and forth 
against the child seat Base.

�ò USE OF NEWBORN INSERT

DANGER

Do not travel when the child seat is not locked in 
���]�š�Z���Œ���š�Z�����(�}�Œ�Á���Œ���r�(�����]�v�P���}�Œ���Œ�����Œ�Á���Œ���r�(�����]�v�P�����]�Œ�����Ÿ�}�v�X���^�]�����r�(�����]�v�P��
is not locked and is not suitable for travel.

DANGER

If the shoulder belt guide is concealed by the 
seat shell, adjust the headrest upwards to allow the shoulder 
�����o�š���•�����Ÿ�}�v�������v���������]�v�•���Œ�š�����������•�]�o�Ç���]�v�š�}���š�Z�����•�Z�}�µ�o�����Œ�������o�š guide 
and then adjust the headrest back to the correct height.

3.The vehicle’s 3-point belt i�•���Ÿ�P�Z�š�����v�����v�}�š���š�Á�]�•�š�����X���d�Z�����ï�r�‰�}�]�v�š�������o�š 
���µ���l�o�����u�µ�•�š���v�}�š���������‰�}�•�]�Ÿ�}�v�������]�v���š�Z�����o���‰�������o�š���P�µ�]�����X

1. The child seat is correctly secured. The lap belt runs in the lap belt 
guide on both sides of the seat shell.
2. The shoulder belt runs in the lap belt guide on the side of
vehicle’s 3-point belt buckle and the shoulder belt guide on the other 
side of the headrest .

WARNING

�d�Z�����o���‰�������o�š���•�����Ÿ�}�v��
must lie as low as possible over the 
child’s pelvis on both sides to 
�‰�Œ�}�À�]�������š�Z���������•�š���‰�Œ�}�š�����Ÿ�}�v�X

DANGER

Always use the Newborn Insert  ��
when the child weight is below 13 
kg.

 When the child seat 
is used forward-facing, the Headrest 
shall be adjusted to a level that the 
shoulder straps of the 5-Point 
Harness are on the same height or 
�i�µ�•�š�������}�À�����š�Z�������Z�]�o���–�•���•�Z�}�µ�o�����Œ�•�X

Only use the upright 
�‰�}�•�]�Ÿ�}�v���]�v���(�}�Œ�Á���Œ���r�(�����]�v�P�����]�Œ�����Ÿ�}�v��
when securing your child with the 
vehicle 3-point belt.

DANGER

DANGER

2.Pull and hold the Headrest Adjustment 
Ring ��  to release the headrest. Pull 
the ring up to move the Headrest �� to 
higher �‰�}�•�]�Ÿ�}�v�•�X���,�}�o�����š�Z�����Œ�]�v�P�����v����push 
down the Headrest to move the 
Headrest �š�}���o�}�Á���Œ���‰�}�•�]�Ÿ�}�v�•�X���t�Z���v���š�Z����
�,�������Œ���•�š���]�•�����š���š�Z���������•�]�Œ�������‰�}�•�]�Ÿ�}�v�U��
release the ring to lock the Headrest.

Made sure that the Chest Pads, Crotch Pad, 
5-point Harness Buckle and crotch strap are removed, and 
other parts of the harness are properly stored, according to 
�š�Z�����]�v�•�š�Œ�µ���Ÿ�}�v�•���]�v���^�����Ÿ�}�v���ô�X

CAUTION

5 ADJUSTING THE RECLINE

�ó POSITIONING THE CHILD
���X���^�����h�Z�/�E�'���z�K�h�Z�����,�/�>�����t�/�d�,���ñ�s�W�K�/�E�d���,���Z�E���^�^

ADJUST HEADREST BEFORE SECURING YOUR CHILD

When the child seat is 
used rearward-facing, the Headrest 
shall be adjusted to a level that the 
shoulder straps of the 5-Point 
Harness are on the same height or 
�i�µ�•�š�������o�}�Á���š�Z�������Z�]�o���–�•���•�Z�}�µ�o�����Œ�•�X

DANGER

DANGER

1. Rotate the child seat to the 
�(�}�Œ�Á���Œ���r�(�����]�v�P�����]�Œ�����Ÿ�}�v�X

2.���W�Œ���•�•���š�Z�����Œ���������µ�©�}�v���}�v���š�Z��
harness buckle ��  and open the
harness.

3. Open the chest Pad �� . 
Detach the chest pad from the 
strap.

4. Pull out and remove the crotch 
pad       . Insert the 5-point harness 
buckle ��  through the hole in the 
cover.

5. Remove the 5-point harness 
buckle ��  along with the crotch 
strap out  from the H shaped hole 
in the child seat shell.

�ò�X Hide the shoulder straps 
behind seat shell cover on the 
sides. And hide the Chest Pad 
straps behind Headrest cover.

�ó�X Keep the Chest Pads, Crotch 
Pad, 5-point Harness Buckle and 
Crotch Strap well. Now the 
harness is removed.
You can restore the seat cover.

���X�����^�����h�Z�/�E�'���z�K�h�Z�����,�/�>�����t�/�d�,���ï�s�W�K�/�E�d���^�����d�������>�d

ADJUST HEADREST BEFORE SECURING YOUR CHILD.

4. Route the shoulder belt        into
the red shoulder belt guide �� of
�š�Z�����Z�������Œ���•�š���µ�v�Ÿ�o���]�š���o�]���•�����}�u�‰�o���š���o�Ç
in the shoulder belt guide and the 
�•�Z�}�µ�o�����Œ�������o�š���•�����Ÿ�}�v���]�•���v�}�š���š�Á�]�•�š�����X

26

Check that the 
shoulder belt        runs over your 
child’s collar-bone, not across 
�Z�]�•�l�Z���Œ���v�����l�X

26

5. First pull the shoulder belt part that
crosses the body of the child to 
remove �š�Z�����•�o�����l���(�Œ�}�u���o���‰���•�����Ÿ�}�v�X��
Then pull the shoulder belt part above 
the child seat to remove the remaining 
slack.

AFTER SECURING YOUR CHILD, PLEASE CHECK BELOW 
BEFORE YOUR TRAVEL:

DANGER

9 REMOVAL WITH ISOFIX

Click!

24

25

32

26

28
27

27

29

30

30

31

32

1

13

25

16

15

11

14

24
3

1

15

26

27

30

31

30

2

28
4

27

4

3

3

3 3

5
6 7

2

2

26

29

14

26


